
Spannungs- und Lastflussregelung mittels Schrägregler 

in vermaschten Niederspannungsnetzen

Integration zusätzlicher PV -
Anlagen

Vermaschte Nsp.-Netze: 
Keine Spannungs- oder

Lastflussregelung

Verhindert das Überschreiten von 
Spannungsgrenzwerten und 
Betriebsmittelüberlastungen

Spannungs- und Lastflussregelung in vermaschten Niederspannungsnetzen mittels Flexiblem Ortsnetz
Spannungs- und   Wirkleistungs-Regler (FLOW-R)

Discrete voltage

and angle steps:

∆∆∆∆UCV = -8%…8% 

in 0.2% steps

∠∠∠∠UCV = 0…330°

in 30° steps

Continuous Regulator

• Power electronics required

Szenario A: Iset = 0 A Szenario B: Iset = 15 A

Discrete Regulator

• Deviation of CT ~5A
• Low cost transformer technology

Szenario A: Iset = 0 A Szenario B: Iset = 15 A

Power flow and voltage control in meshed LV 
grids by impressed control voltage

Further integration of renewable generators

Less classical network extension
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Realistic grid:

Restricted number of measurement points

Estimation of control voltage UCV:

Substitution for missing load currents ULC:
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3 basic control targets for current control

Prototype Development
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